
Features

•   Higher injection rate 

•   Easy to service

•   Long lasting diaphragms

•   Available for several pump models

Applications

•   Truck Mount 

•  Pressure Wash

•   Vehicle Wash

•   Sanitation

For applications requiring the use of harsh chemicals, a pulse pump offers an economical alternative to running 
chemical through the pump, allowing the use of standard materials and elastomers. The new model 6340 Pulse 
Pump from Cat Pumps offers industry leading service life, greater injection rates and is simple to service.

New 2000 psi Pulse Pump

MODEL 6340 
PULSE PUMP



Specifications U.S.  Measure Metric Measure

Pressure Range 100 - 2000 psi 6.9 to 138 bar
Flow Range 5.5 - 10.5 gph 20.8 - 39.7 lph
RPM Range 1000 to 1800 rpm 1000 to 1800 rpm
Maximum Inlet Pressure 5 psi 0.35 psi
Maximum Liquid Temp. 130°F 54°C
Inlet Port (1) 1/8" NPT(F) 1/8” NPT(F)
Discharge Port (1) 1/8” NPT(F) 1/8” NPT(F)
Adapter Port (1) 1/4” NPT(F) 1/4” NPT(F)
Weight 2.1 lbs. 0.95 kg
Dimensions 2.4 x 2.0 x 2.68" 60.9 x 50.8 x 68.1 mm

Maximum Injection Rate

Pump rpm Injection Rate
1000 5.5 gph
1100 7 gph
1200 8 gph
1300 9 gph
1400 9.5 gph
1500 10.0 gph
1600 10.5 gph
1700 10.5 gph
1800 10.5 gph
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6340 Pump Specifications

Adapter Kit Selection Chart
31227 Adapter Kit 31228 Adapter Kit 31232 Adapter Kit 31233 Adapter Kit

• Adapter • Adapter • Adapter • Adapter
• O-Ring • Backup-Ring • O-Ring • Backup-Ring
• Retainer • O-Ring • Retainer • O-Ring

• Retainer • Retainer
Pump Models Pump Models Pump Models Pump Models

3CP1120-1140 56, 60 530, 550, 650, 660, 1050 45
310-350 5CP6120, 5CP6180CSS, 5CP6190, 5CP3105-3160CSS
5CP2120W-2150W 7CP6110CS, 7CP6170 5CP5120-5140CSS

Note: Hex nipple [1/2” NPT(M) x 1/4” NPT(M)] required for piston models 335 and 435. 

Adapter Kit
(Sold Separately)


